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W - Chuck diameter

Code No. W* Taper Size Thread Dia A
[in]

B
[in]

B1
[in]

C
[in]

Weight
[lbs]

7-879-051 5" L00 3-3/4-6 4.92 2.13 0.71 2.20 10

7-879-061 6" L00 3-3/4-6 6.34 2.13 0.71 2.20 13

7-879-062 6" L0 4-1/2-6 6.34 2.52 0.71 2.60 13

7-879-081 8" L00 3-3/4-6 7.91 2.13 0.71 2.20 22

7-879-082 8" L0 4-1/2-6 7.91 2.52 0.71 2.60 22

7-879-083 8" L1 6-6 7.91 2.99 0.71 3.35 22

7-879-101 10" L00 3-3/4-6 9.88 2.13 0.83 2.20 33

7-879-102 10" L0 4-1/2-6 9.88 2.52 0.83 2.60 33

7-879-103 10" L1 6-6 9.88 2.99 0.83 3.35 33

7-879-104 10" L2 7-3/4-5 9.88 3.50 0.83 4.29 33

7-879-122 12" L0 4-1/2-6 12.44 2.52 1.10 2.60 39

7-879-123 12" L1 6-6 12.44 2.91 1.10 3.35 57

7-879-124 12" L2 7-3/4-5 12.44 3.50 1.10 4.29 57

7-879-162 16" L0 4-1/2-6 15.83 2.52 1.10 2.60 95

7-879-163 16" L1 6-6 15.83 2.99 1.10 3.35 95

7-879-164 16" L2 7-3/4-5 15.83 3.50 1.10 4.29 95

7-879-165 16" L3 10-3/8-4 15.83 4.02 1.10 5.43 95

7-879-204 20" L2 7-3/4-5 19.76 3.50 1.14 4.29 159

7-879-205 20" L3 10-3/8-4 19.76 4.02 1.14 5.43 159

7-879-254 25" L2 7-3/4-5 24.80 3.78 1.38 4.29 397

7-879-255 25" L3 10-3/8-4 24.80 4.02 1.38 5.43 397

adapter plates for self-centering chucksadapter plates for self-centering chucks

fully machined  
L TYPE adapter plates

8250

 ■ Adapters require machining on the pilot 
on the chuck side


