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7-876-042 4" 1-1/2 - 8 UN-2B 0.47 1.77 3.27 1.50 0.51 1.54 M8 x 1.25 3 5.29

7-876-052 5" 1-1/2 - 8 UN-2B 0.55 2.17 4.25 1.50 0.51 1.54 M8 x 1.25 3 6.61

7-876-054 5" 2-3/16 - 10 Hardinge 0.55 2.17 4.25 2.19 0.51 2.44 M10 x 1.5 3 7.05

7-876-056 5" 2-1/4 - 8 UN-2B 0.55 2.17 4.25 2.26 0.51 1.54 M10 x 1.5 3 6.80

7-876-062 6" 1-1/2 - 8 UN-2B 0.63 3.39 5.51 1.50 0.59 1.50 M10 x 1.5 3 7.05

7-876-064 6" 2-3/16 - 10 Hardinge 0.63 3.39 5.51 2.19 0.59 1.61 M10 x 1.5 3 7.50

7-876-066 6" 2-1/4 - 8 UN-2B 0.63 3.39 5.51 2.26 0.59 1.75 M10 x 1.5 3 7.94

7-876-082 8" 1-1/2 - 8 UN-2B 0.67 4.33 6.93 1.50 0.59 1.50 M10 x 1.5 3 9.92

7-876-083 8" 2-1/4 - 8 UN-2B 0.67 4.33 6.93 2.26 0.59 1.75 M10 x 1.5 3 11.46

7-876-084 8" 2-3/6 - 6 UN-2B 0.67 4.33 6.93 2.38 0.59 2.01 M10 x 1.5 3 13.89

adapter plates for set-tru chucksadapter plates for set-tru chucks

fully machined  
threaded adapter plates
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