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HARD SOLID JAWS REVERSIBLE CLAMPING

BISON Chuck Type Chuck Size Code No.
4 pc set

Code No.
1 pc

A
[in]

B
[in]

C
[in]

D
[in]

E
[in]

F
[in]

H1
[in]

H
[in]

LH Thread
[mm]

Weight
lbs / pc.

Ø 3
 - 3

2"

43** 3-1/2" 7-890-103 7-890-1030 1.34 0.51 1.18 0.18 0.20 0.28 0.31 0.69 Tr 16x2 0.22

43** 4" 7-890-104 7-890-1040 1.34 0.51 1.18 0.18 0.20 0.28 0.31 0.69 Tr 16x2 0.22

43** 5" 7-890-106 7-890-1060 2.01 0.63 1.36 0.24 0.20 0.31 0.49 1.24 Tr 18x4 0.22

43** 6" 7-890-106 7-890-1060 2.01 0.63 1.36 0.24 0.20 0.31 0.49 1.24 Tr 18x4 0.22

43** 8" 7-890-108 7-890-1080 3.19 1.26 2.48 0.34 0.39 0.55 0.69 1.91 Tr 28x5 1.54

43** 10" 7-890-110 7-890-1100 3.80 1.26 2.48 0.34 0.39 0.55 0.91 2.32 Tr 28x5 2.87

43** 12" 7-890-112 7-890-1120 4.37 1.57 3.01 0.38 0.47 0.71 1.06 2.64 Tr 32x6 3.31

43** 16" 7-890-116 7-890-1160 5.08 1.57 3.01 0.38 0.47 0.71 1.28 3.09 Tr 32x6 3.97

43** 20" 7-890-120 7-890-1200 6.00 2.05 3.68 0.46 0.59 0.87 1.38 3.66 Tr 36x6 7.50

43** 25" 7-890-125 7-890-1250 6.97 2.05 3.68 0.46 0.59 0.98 1.77 4.29 Tr 40x6 8.82

43** 32" 7-890-132 7-890-1320 7.95 2.76 4.51 0.62 0.79 0.98 1.73 4.80 Tr 44x8 17.20

jaws for independent chucksjaws for independent chucks


