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226 Material of jaws Serration www.bison-america.com  •  e-mail: info@bison-america.com

234PageT-Nuts
INCH SERRATION 1/16” X 90° OR 3/32” X 90°

jAWS fOR bISON POWER CHUCKS Ø 160 - 800

bISON Chuck Type
Code No. Chuck Size

Version
A b C D H7 f g g1 H

Screws
Weight / set

3 jaw set [mm] [mm] [in] [lbs]
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2405-160-45 7-788-3060 160 1 40 65 40 17 15 24 - 1/16” x 90° M12 3.75

2405-200-52 7-788-3080 200 1 40 95 40 17 15 24 - 1/16” x 90° M12 6.17

2405-250-75 7-788-3100 250 1 50 105 50 21 20 28 - 1/16” x 90° M16 10.36

2405-315-91 7-788-3120 315 1 50 110 50 21 20 28 - 1/16” x 90° M16 11.02

2405-400-120 7-788-3160 400 2 60 140 60 25.5 25 35 - 3/32” x 90° M20 14.33

2405-500-160 7-788-3160 500 2 60 140 60 25.5 25 35 - 3/32” x 90° M20 20.94

2405-630-200 7-788-3250 630 3 70 170 70 25.5 27 43 43 3/32” x 90° M20 33.51

2405-800-255 7-788-3250 800 3 70 170 70 25.5 27 43 43 3/32” x 90° M20 33.51

soft top jaws ▪ for ChuCKs 2405
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