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Code No. K 
7:24

Collet 
size

A
[in]

D
[in] Clamping range RPM

7-188-415 CAT40 ER16 2.50 1.10 0.125 - 0.438 7,000 7-178-816 7-188-916

7-188-417 CAT40 ER16 3.00 1.10 0.125 - 0.438 7,000 7-178-816 7-188-916

7-188-418 CAT40 ER16 4.00 1.10 0.125 - 0.438 7,000 7-178-816 7-188-916

7-188-420 CAT40 ER20 2.50 1.38 0.125 - 0.500 7,000 7-188-820 7-188-9020

7-188-422 CAT40 ER20 4.00 1.38 0.125 - 0.500 7,000 7-188-820 7-188-9020

7-188-424 CAT40 ER25 2.50 1.65 0.125 - 0.625 7,000 7-188-825 7-188-9025

7-188-426 CAT40 ER25 4.00 1.65 0.125 - 0.625 7,000 7-188-825 7-188-9025

7-188-430 CAT40 ER32 2.50 1.97 0.125 - 0.750 7,000 7-188-832 7-188-9032

7-188-431 CAT40 ER32 3.00 1.97 0.125 - 0.750 7,000 7-188-832 7-188-9032

7-188-432 CAT40 ER32 4.00 1.97 0.125 - 0.750 7,000 7-188-832 7-188-9032

7-188-443 CAT40 ER40 2.50 2.40 0.125 - 1.000 7,000 7-188-840 7-188-9040

7-188-440 CAT40 ER40 4.00 2.40 0.125 - 1.000 7,000 7-188-840 7-188-9040

7-188-446 CAT40 ER40 6.00 2.40 0.125 - 1.000 7,000 7-188-840 7-188-9040

7-188-510 CAT50 ER16 6.00 1.30 0.125 - 0.438 7,000 7-188-816 7-178-916

7-188-520 CAT50 ER20 4.00 1.38 0.125 - 0.500 7,000 7-188-820 7-188-9020

7-188-525 CAT50 ER25 6.00 1.65 0.125 - 0.625 7,000 7-188-825 7-188-9025

7-188-532 CAT50 ER32 6.00 1.97 0.125 - 0.750 7,000 7-188-832 7-188-9032

7-188-543 CAT50 ER40 2.50 2.40 0.125 - 1.000 7,000 7-188-840 7-188-9040

7-188-545 CAT50 ER40 4.00 2.40 0.125 - 1.000 7,000 7-188-840 7-188-9040

7-188-003 CAT40 ER11 2.50 0.73 0.0313 - 0.250 15,000 (G6.3) 7-188-811 7-188-911

7-188-006 CAT40 ER11 4.00 0.73 0.0313 - 0.250 15,000 (G6.3) 7-188-811 7-188-911

7-188-009 CAT40 ER16 2.50 1.10 0.125 - 0.438 15,000 (G6.3) 7-178-816 7-188-916

7-188-012 CAT40 ER16 3.00 1.10 0.125 - 0.438 15,000 (G6.3) 7-178-816 7-188-916

7-188-015 CAT40 ER16 4.00 1.10 0.125 - 0.438 15,000 (G6.3) 7-178-816 7-188-916

7-188-018 CAT40 ER20 2.50 1.38 0.125 - 0.500 15,000 (G6.3) 7-188-820 7-188-9020

7-188-021 CAT40 ER20 4.00 1.38 0.125 - 0.500 15,000 (G6.3) 7-188-820 7-188-9020

7-188-024 CAT40 ER25 2.50 1.65 0.125 - 0.625 15,000 (G6.3) 7-188-825 7-188-9025

7-188-027 CAT40 ER25 4.00 1.65 0.125 - 0.625 15,000 (G6.3) 7-188-825 7-188-9025

7-188-030 CAT40 ER32 2.50 1.97 0.125 - 0.750 15,000 (G6.3) 7-188-832 7-188-9032
7-188-033 CAT40 ER32 3.00 1.97 0.125 - 0.750 15,000 (G6.3) 7-188-832 7-188-9032

7-188-036 CAT40 ER32 4.00 1.97 0.125 - 0.750 15,000 (G6.3) 7-188-832 7-188-9032

7-188-039 CAT40 ER32 5.00 1.97 0.125 - 0.750 15,000 (G6.3) 7-188-832 7-188-9032

7-188-041 CAT40 ER40 2.50 2.40 0.125 - 1.000 15,000 (G6.3) 7-188-840 7-188-9040

7-188-044 CAT40 ER40 4.00 2.40 0.125 - 1.000 15,000 (G6.3) 7-188-840 7-188-9040

7-188-047 CAT40 ER40 5.00 2.40 0.125 - 1.000 15,000 (G6.3) 7-188-840 7-188-9040

7-188-109 CAT40 ER16 2.50 1.10 0.125 - 0.438 20,000 (G2.5) 7-178-816 7-188-916

7-188-115 CAT40 ER16 4.00 1.10 0.125 - 0.438 20,000 (G2.5) 7-178-816 7-188-916

7-188-133 CAT40 ER32 3.00 1.97 0.125 - 0.750 20,000 (G2.5) 7-188-832 7-188-9032
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■■ Double angle collet chucks

■■ TG collet chucks
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7-193-250 CAT40 DA 100 3.50 1.09 0.125 - 0.391 7,000 7-193-810 7-193-910

7-193-150 CAT40 DA 200 3.00 1.07 0.125 - 0.563 7,000 7-193-805 7-193-905

7-193-415 CAT40 DA 180 2.75 1.54 0.125 - 0.750 7,000 7-193-818 7-193-918

7-193-424 CAT40 DA 180 4.00 1.54 0.125 - 0.750 7,000 7-193-818 7-193-918

7-193-524 CAT50 DA 180 4.00 1.54 0.125 - 0.750 7,000 7-193-818 7-193-918

7-193-526 CAT50 DA 180 6.00 1.54 0.125 - 0.750 7,000 7-193-818 7-193-918

7-193-528 CAT50 DA 180 8.00 1.54 0.125 - 0.750 7,000 7-193-818 7-193-918

7-193-015 CAT40 DA 180 2.75 1.54 0.125 - 0.750 15,000 (G6.3) 7-193-818 7-193-918

7-193-024 CAT40 DA 180 4.00 1.54 0.125 - 0.750 15,000 (G6.3) 7-193-818 7-193-918

■■ Wrenches sold separately ■■ Wrenches sold separately

■■ Wrenches sold separately
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7-180-403 CAT40 TG100 3.000 2.500 0.094 - 1.000 7,000 7-180-9100 7-180-930

7-180-404 CAT40 TG100 4.000 2.500 0.094 - 1.000 7,000 7-180-9100 7-180-930

7-180-501 CAT50 TG75 3.000 2.125 0.125 - 0.750 7,000 7-180-901 7-188-932

7-180-503 CAT50 TG100 3.125 2.500 0.094 - 1.000 7,000 7-180-9100 7-180-930

7-180-504 CAT50 TG100 3.500 2.500 0.094 - 1.000 7,000 7-180-9100 7-180-930

7-180-505 CAT50 TG100 5.500 2.500 0.094 - 1.000 7,000 7-180-9100 7-180-930

7-180-507 CAT50 TG100 7.500 2.500 0.094 - 1.000 7,000 7-180-9100 7-180-930

7-180-513 CAT50 TG150 3.000 3.500 0.500 - 1.500 7,000 7-180-9150 7-180-935

7-180-514 CAT50 TG150 3.500 3.500 0.500 - 1.500 7,000 7-180-9150 7-180-935

7-180-517 CAT50 TG150 5.500 3.500 0.500 - 1.500 7,000 7-180-9150 7-180-935

7-180-010 CAT40 TG100 3.000 2.500 0.094 - 1.000 15,000 (G6.3) 7-180-9100 7-180-930
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